
REVISED: Specifications for 30V Power Supply 
 
1) 30 Volt, 50 amp power supply 
TDK Lambda model number GEN30-50-LAN  or equivalent. 

 
Rated Power   >/=   1500 Watts 
Output Voltage   =  Variable 0-30 Volts 
Output Current (Amps)  >/=  0- 50 Amps 
Ripple  (5Hz-1MHz)  </=  8 mV RMS 
Noise (<20MHz)   </=  60 mVpp 
Efficiency at 115VAC  >/=  80% 
 
CONSTANT VOLTAGE MODE 
Max. line regulation   =  8 
Max load regulation   =  8 
Ripple and noise   </=  60 
Ripple     </=  8 
Temp. coefficient  </=  100 ppm/deg.C. 
 
Operating temp   at least  0~50 °C, 100% load. 
Storage temp    at least  -20~70 °C 
Operating humidity   at least  30~90% RH (non-condensing) 
Storage humidity   at least  10~95% RH (non-condensing) 
Altitude Operating  >/=  10000ft (3000m) 
Non-operating altitude  >/=   40000ft (12000m) 
 
Weight    </=  20 lbs 
Height    =  1.72-1.75” (1U rack mount height) 
Width    </=  17” 
Depth    </=  18” 
Rackmountable   =   Yes 
 
ANALOG PROGRAMMING AND MONITORING 
1. Vout Voltage Programming 
2. Iout Voltage Programming 
3. Vout Resistor Programming 
4. Iout Resistor Programming 
5. On/Off control (rear panel) 
6. Output Current monitor 
7. Output Voltage monitor 
8. Power Supply OK signal 
9. CV/CC indicator 
10. Enable/Disable 
 
PROTECTIVE FUNCTIONS 
1. OCP 
2. OCP Foldback 
3. OVP type 



4. OVP trip point 
5. Over Temp. Protection  
 
STANDARD INTERFACE 
1. RS-232/RS-485 Standard Interface 
 
INSTALLED INTERFACE OPTION 
1. LAN LAN Interface – LXI Compliant. 

 
 


